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§ 51.2130 Diameter.
Diameter means the greatest dimen-

sion of the kernel, or piece of kernel at
right angles to the longitudinal axis.
Diameter shall be determined by pass-
ing the kernel or piece of kernel
through a round opening.

§ 51.2131 Fairly uniform in size.
Fairly uniform in size means that, in a

representative sample, the weight of 10
percent, by count, of the largest whole
kernels shall not exceed 1.70 times the
weight of 10 percent, by count, of the
smallest whole kernels.

Subpart—United States Standards
for Shelled English Walnuts
(Juglans Regia)

SOURCE: 23 FR 10354, Dec. 25, 1958, unless
otherwise noted. Redesignated at 42 FR 32514,
June 27, 1977, and further redesignated at 46
FR 63203, Dec. 31, 1981.

GENERAL

§ 51.2275 Application.
The standards contained in this sub-

part apply only to walnuts commonly
known as English or Persian walnuts
(Juglans regia). They do not apply to
walnuts commonly known as black
walnuts (Juglans nigra).

§ 51.2276 Color chart.
The color chart (USDA Walnut Color

Chart) to which reference is made in
§§ 51.2281 and 51.2282 illustrates the four
shades of walnut skin color listed as
color classifications.

(a) Availability of color chart. The
USDA Walnut Color Chart cited in this
subpart has been filed with the original
document and is available for inspec-
tion in the Office of the Federal Reg-
ister. The color chart is also available
for inspection in the Fruit and Vege-
table Division, AMS, U.S. Department
of Agriculture, South Building, Wash-
ington, D.C. 20250, in any field office of
the Fresh Fruit and Vegetable Inspec-
tion Service of the Fruit and Vegetable
Division, or upon request of any au-
thorized inspector of such Service. Cop-
ies of the color chart may be purchased
from Munsell Color Co., Inc., 2441

North Calvert Street, Baltimore, Md.
21218.

[33 FR 10840, July 31, 1968. Redesignated at 42
FR 32514, June 27, 1977, and further redesig-
nated at 46 FR 63203, Dec. 31, 1981]

GRADES

§ 51.2277 U.S. No. 1.

‘‘U.S. No. 1’’ consists of portions of
walnut kernels which are well dried,
clean, free from shell, foreign material,
insect injury, decay, rancidity, and free
from damage caused by shriveling,
mold, discoloration of the meat or
other means. (See § 51.2280.)

(a) Color shall be specified in connec-
tion with this grade in terms of one of
the color classifications. (See §§ 51.2276,
51.2281 and 51.2282.)

(b) Size shall be specified in connec-
tion with this grade in terms of one of
the size classifications. (See §§ 51.2284
and 51.2285.)

§ 51.2278 U.S. Commercial.

‘‘U.S. Commercial’’ consists of por-
tions of walnut kernels which meet the
requirements of U.S. No. 1 grade, ex-
cept for increased tolerances. (See
§ 51.2280.)

(a) Color of walnuts in this grade
shall be not darker than ‘‘amber’’ clas-
sification, and color need not be speci-
fied. However, color may be specified in
connection with the grade in terms of
one of the color classifications. (See
§§ 51.2276, 51.2281 and 51.2282.)

(b) Size shall be specified in connec-
tion with this grade in terms of one of
the size classifications. (See §§ 51.2284
and 51.2285.)

UNCLASSIFIED

§ 51.2279 Unclassified.

‘‘Unclassified’’ consists of portions of
walnut kernels which have not been
classified in accordance with either of
the foregoing grades. The term ‘‘un-
classified’’ is not a grade within the
meaning of these standards, but is pro-
vided as a designation to show that no
grade has been applied to the lot.
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TOLERANCES FOR GRADE DEFECTS

§ 51.2280 Tolerances for grade defects.
(a) All percentages shall be

claculated on the basis of weight.

(b) In order to allow for variations,
other than for color and size, incident
to proper grading and handling, toler-
ances shall be permitted for the respec-
tive grades as indicated in Table I:

TABLE I
[Percent]

Grade

Tolerances for grade defects

Total
defects Serious damage Very serious damage Shell and foreign mate-

rial

U. S. No. 1 .......................................... 5 2 (included in 5 percent
total defects).

1 (included in 2 percent
serious damage).

0.05 (included in 1 per-
cent very serious
damage).

U.S. Commercial ................................ 8 4 (included in 8 percent
total defects).

2 (included in 4 percent
serious damage).

0.05 (included in 2 per-
cent very serious
damage).

COLOR REQUIREMENTS

§ 51.2281 Color classifications.
The following classifications are pro-

vided to describe the color of any lot:
‘‘Extra Light’’, ‘‘Light’’, ‘‘Light
Amber’’ or ‘‘Amber’’. The portions of
kernels in the lot shall not be darker
than the darkest color permitted in the
specified classification as shown on the
color chart.

§ 51.2282 Tolerances for color.

(a) All percentages shall be cal-
culated on the basis of weight.

(b) In order to allow for variations in-
cident to proper grading and handling,
tolerances shall be permitted for the
respective color classifications as indi-
cated in Table II:

TABLE II

Color classification

Tolerances for color

Darker than extra
light 1 Darker than light 1 Darker than light

amber 1 Darker than amber 1

Extra light ................................... 15 percent ................ 2 percent (included in
15 percent darker
than extra light).

.

Light ............................................ ................................... 15 percent ................ 2 percent (included in
15 percent darker
than light).

Light amber ................................ ................................... ................................... 15 percent ................ 2 percent (included in
15 percent darker
than light amber).

Amber ......................................... ................................... ................................... ................................... 10 percent.

1See illustration of this term on color chart.

§ 51.2283 Off color.
The term ‘‘off color’’ is not a color

classification, but shall be applied to
any lot which fails to meet the require-
ments of the ‘‘Amber’’ classification.

SIZE REQUIREMENTS

§ 51.2284 Size classification.
The following classifications are pro-

vided to describe the size of any lot:
‘‘Halves’’, ‘‘Pieces and Halves’’,

‘‘Pieces’’ or ‘‘Small Pieces’’. The size of
portions of kernels in the lot shall con-
form to the requirements of the speci-
fied classification as defined below:

(a) Halves. Lot consists of 85 percent
or more, by weight, half kernels, and
the remainder three-fourths half ker-
nels. (See § 51.2285.)

(b) Pieces and halves. Lot consists of
20 percent or more, by weight, half ker-
nels, and the remainder portions of
kernels that cannot pass through a
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